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See Anchor

" Bolt Details AT EAST END OF PARAPET

(West End Similar)
AT LIGHT POLE AT EXPANSION JOINT
- o\ NOTES
/ ——HSS 3" x 3" x 44" Railing shali be according to Section 509 of the Standard
Specifications, except as noted, and will be paid for at the
PARTIAL ELEVATION OF PARAPET RAILING contract unit price per foot for Parapet Railing.
(Inside Face) Holiow structural sections shali conform to the requirements
of ASTM designation A 500, Grade B, structural steel tubing.

All other steel shapes and plates shall conform to the
- requirements of AASHTO M270 Grade 36.
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is chosen, the Contfractor shall use the capsule or the adhesive
cartridge type anchar rods that have been previously tested and
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given a prior approval by the Deparfment. The Contractor shall
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install these anchor rods in pre-drilled holes according to the
manufacturer’s recommendations and procedures. The capsule or
the adhesive cartridge shall be sealed with pre-measured amounts
of the adhesive chemical.
L Space reinforcement fo miss anchor rods.
, . L o, . y All posts, railing, slices, anchor devices, and plates shall
See Defall this sheet. Lﬂé/.,._]f?.l ).z 127115 Z ! DETAIL A DETAIL B be galvanized dfter shop fabrication according to AASHTO
¢ 3’ Self- - g . - M 111 and ASTM A 385. All bolts, nuts, washers, and
tapping screws anchor rods shall be galvanized according to AASHTO
M 232 except stainless steel bolts as noted.
RAIL SPLICE yenf holes 'for galvaniging shall be placed in Thg posts and
rails at locations that will not allow the accumulation of
moisture in the members.
Traffic face Fabricator shall account for roadway profile in
of Parapet fabricating the railing.
~—— & Post ¢ Post—| Steel post shims may be used under post where
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Back face
of parapet

(Locations must be shown
on shop drawings)

NN - R 1 | 5 ¢ x 27 hex. hd. machine
bolts with washer
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L R PARAPET STEEL RAILING
XXS Pipe-Tap x 1
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POST SHIM E DETAIL In lieu of the cast-in-place anchor device shown, the Conrrgcror has the option of dr/'///'ng_a'nd. SECTION A-A BASE 'E STRUCTURE NO. 101-6109
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epoxy grou//ng 54" ¢ anchor rods. Embedment shall be according to the manufacturer’s specifications. T — T
ianson P ervices inc. Ll

Shim plates shall be galvanized after shop 03R1751
fabrication according to AASHTO MZ32. H
DATE.
ANSON [7 ..

CAYOUT ]
REVIEWED




